EXISTING UNSEALED ROAD
(NO WORK REQUIRED)

EXISTING CONCRETE
INVERT DRAIN TO MAKE GOOD

CONTRACTOR TO ALLOW FOR

REINSTATEMENT OF 9.60m LONG

#750 CONCRETE CULVERT AS

SHOWN. REFER ATTACHED PHOTO.

THIS HATCH PATTERN INDICATES:—
EXISTING CONCRETE SWALE

EXISTING 4.20m WIDE
CROSSOVER WITH WING
WALLS ON BOTH SIDES

WNEW 7.20m WID
CROSSOVER.«HO CHIP

EXISTING CONCRETE
SWALE TO REMAIN

b gimn

EXISTING 8,0m WIDE
CROSSOVER WITH WING
WALLS ON BOTH SIDES

THIS HATCH PATTERN INDICATES:
EXISTING UNSEALED ROAD (4.0m WIDE)
LAY ADDITIONAL 150mm GAP 65

TOPCOURSE ON BIDIM A29 GEOTEXTILE
AND ROLLED WITH 3 PASSES

EXISTING V' DRAIN
TO BE MAINTAINED

NEW 7.20m WIDE
CROSSOVER TO GARAGE WITH
NEW CULVERTNJO MATCH

—

CROSSOVER TO
HOG FUEL YARD

THIS HATCH PATTERN INDICATES:—

EXISTING UNSEALED ROAD (8.0m WIDE)
300mm TOPSOIL TO BE REMOVED AND

LAY WITH 300mm COMPACTED GAP 65
TOPCOURSE ON TENSAR TX160 GEOGRID

ON BIDIM A29 GEOTEXTILE. EXISTING SUBGRADE
TO BE ROLLED WITH 3 PASSES.

THIS HATCH PATTERN INDICATES:~

NEW (6.0m WIDE) UNSEAL ROAD ACCESS.
300mm TOPSOIL TO BE REMOVED AND

LAY WITH 300mm COMPACTED GAP 65
TOPCOURSE ON TENSAR TX160 GEOGRID

ON BIDIM A28 GEOTEXTILE. EXISTING SUBGRADE
TO BE ROLLED WITH 3 PASSES.

/2 \OVERALL PROPOSED CIVIL WORK PLAN

1:900 (A1), 1:1800 (A3)

NEW CONCRETE 'V' DRAIN

o

WITH 1200¢ CULVERT

——]

NEW CONCRETE 'V' DRAIN

NEW 8.0m WIDE CROSSOVER

— WITH WING WALLS ON BOTH

SIDES AND 1200¢ CULVERT

REMOVE 600mm TO 800mm MINIMUM TOPSOIL INCLUDING
LOGS/CHIPS DIRT — CREATE FALLS TO DRAIN AND LAY TENSAR

EXISTING CONCRETE 'V' DRAIN
TO MAKE GOOD

TX160 GEOGRID ON BIDIM A29 GEOTEXTILE AND
COMPACTED 400mm THICK GAP 65 BASECOURSE

GAP 65 TO BE

M w3 COMPACTED

NEW ROAD HUMP (X3)

NEW CONCRETE 'V' DRAIN

4 THIS HATCH PATTERN INDICATES:—

THIS HATCH PATTERN INDICATES:—
8.0m WIDE CONCRETE ROAD.
200mm CONCRETE SLAB WITH HD10
AT 250 CRS. TOP & BOTTOM STEEL
BOTHWAYS ON 50 SAND BLINDING AND
150mm COMPACTED GAP 45

NEW (6.0m WIDE) UNSEAL ROAD ACCESS.
300mm TOPSOIL TO BE REMOVED AND
LAY WITH 300mm COMPACTED GAP 65

TOPCOURSE ON TENSAR TX160 GEOGRID

ON BIDIM A29 GEOQTEXTILE. EXISTING SUBGRADE

TO BE ROLLED WITH 3 PASSES.
EXISTING CURB AND CHANNEL TO
BE DEMOLISHED AND CONSTRUCT
NEW CONCRETE 'V' DRAIN

NEW 7.20m WIDE CROSSOVER

T WITH 12008 CULVERT

\ HEADWALL TO BE DEMOLISHED

ADDITIONAL 150mm

NEWLY CONSTRUCTED 7.20m
WIDE CROSSOVER WITH WING
WALLS ON BOTH SIDES

AND 1200¢ CULVERT.
WINGWALLS TO BE DEMOLISHED
AND RE—CONSTRUCTED

£
WITH 1200¢ CULVERT

HEADWALL TO BE DEMOLISHED
AND RE—CONSTRUCTED AS
PER DRAWINGS

NEW 4.20m WIDE CROSSOVER
TO DUMP SITE
WITH 1200¢ CULVERT.

AND RE—CONSTRUCTED AS
PER DRAWINGS

NEW 4.20m WIDE CROSSOVER
TO DUMP SITE

WITH 1200¢ CULVERT.
HEADWALL TO BE DEMOLISHED
AND RE—CONSTRUCTED AS
PER DRAWINGS

LEGEND:

INDICATES NEW 6.0m WIDE
UNSEAL ROAD

INDICATES EXISTING 4.0m/8.0m
WIDE UNSEALED ROAD

INDICATES EXISTING 4.0m WIDE
UNSEALED ROAD
(NO WORK REQUIRED)

SWALE

INDICATES NEW 8.0m WIDE
CONCRETE ROAD

INDICATES EXISTING CONCRETE

INDICATES NEW CONCRETE V'

DRAIN
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